


MAINTENANCE/OPERATION

MINIMUM AIR PRESSURE
4 PSI

MAXIMUM AIR PRESSURE
30 PSI

MAINTENANCE TIPS:
1. Check pressure monthly!

2. Always maintain at least 4 psi air pressure to prevent chafing or coil pinch.
3. |If you develop an air leak in the system, use a soapy solution to check all hose connections and the valve core

before removing cylinder.
OPERATING TIPS:

1. Inflate your air springs to 30 psi before adding the payload. This will allow the air cylinder to properly mesh with the
coil spring. After vehicle is loaded, adjust your air pressure (down) to level the vehicle and for ride comfort.

2. When you are carrying a payload it will be helpful to increase the tire inflation pressure in proportion to any overload
condition. We recommend a 2 psi increase above normal (not to exceed tire manufacturer's maximum) for each

100 Ibs. total overioad on the axle.

Increase your Air Spring's versatility with our easy-to-install Load Controller System

» Use with POLYAIR SPRINGS or LOADLIFTER 2500 system.
- Compressor mounts easily in engine compartment.
« Dash-mounted 0 - 100 psi gauge with fill and deflate controls.

+ Includes complete installation kit: air hose, fittings, hardware,
electrical wire, and in-line fuse.

+ Ask for Part Number 25589

P.O. BOX 80167

Thank you for purchasing Air Lift Products

AIR LIFT COMPANY

Lansing, Ml 48908-0167

FOR TECHNICAL ASSISTANCE CALL 1-800-248-0892

CAUTION: DO NOT EXCEED THE VEHICLE MANUFACTURER'S GROSS VEHICLE WEIGHT RATING.
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