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6. Route to the vehicle fuse box (fi g. 5). Use test light to determine which open terminal 
(accessory, etc.) works only when the key is in  the “ON” or accessory position (or,  refer 
to the owners’s manual for an available accessory fuse). The terminal should have an 
amperage rating  equal to or greater than the 3 amp in-line fuse. Connection to the fuse 
terminal will depend on what type of fuse your vehicle uses . If your vehicle uses the 
1/4” spade fuse, use adapter #1. If your vehicle uses the 3/16” spade fuse, use adapter 
#2 (see inset A on page 3). If adapter #2 is used, it will be necessary to cut off  the 1/4” 
female connector attached to the power wire and crimp the smaller 3/16” female connector 
supplied with this kit.

7. Route the 12 gauge wire from the terminal 30 on the back of the relay out to the vehicle’s 
battery. Attach the 20 AMP fuse holder to the wire using the butt connector. Attach the 
ring terminal to the 20 AMP fuse holder and install the ring terminal to the positive terminal 
on the battery. (fi g. 6).

8. Find fl exible grommet (N) in the sealed parts package. After the hole is drilled and before 
you route the harness through the fi rewall, simply insert the grommet and “walk” the 
material around the inside edge of the drilled hole (fi g. 7). You may need to trim it to get 
an exact fi t.
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9. Attach a ground terminal to the small white wire coming out of the back of the ECU/Display 
Connector (Fig. 8).

aTTaChInG The aIR LIneS
1. Insert two 1/8” x 1/4” air fi ttings into the two open ports at the top of the manifold (fi g. 

9).

2. Insert the 1/4” x 1/4” air fi tting into the open port on the side of the manifold (fi g. 9).

3. Using a standard tube cutter, a razor blade, or a very sharp knife, squarely cut a piece 
of air line to go between each of the air springs and the supplied tees .

4. Cut another length of air line to go between the other side of the tee and one of the two 
ports at the top of the manifold (fi g. 9).

5.  Insert a length of air line with the existing infl ation valves to the other port of the tee.

fi g. 9
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6. Cut a length of air line to go between the compressor and the manifold. Remove the nut 
from the fi tting on the end of the compressor leader hose and slide it over the air line. 
Attach the air line to the compression fi tting and tighten nut, locking the air line to the 
compressor. Insert the other end of the air line to the push-to-connect fi tting on the end 
of the manifold (fi g. 9).

A defi nite click will be heard/felt when the air line is properly seated.  The air line should go 
in approximately 9/16”.

aTTaChInG The DIGITaL ConTRoLLeR
DO NOT PLUG THE ECU/DISPLAY CONNECTOR INTO THE DISPLAY UNIT UNTIL ALL 
WIRES ARE CORRECTLY HOOKED UP.  THIS WILL HELP TO PREVENT ELECTRICAL 
FAILURE OF THE DISPLAY UNIT.

1. Choose a mounting location inside the cab of the vehicle for mounting the digital 
controller .

This can be under the dash panel or on the dash board.

2. Attach the bracket to the chosen mounting location using the provided screws (fi g. 
10).

3. Attach the brackets to the digital controller using the provided screws (fi g. 10).

4. Connect the ECU/display connector to the installed digital controller (fi g. 11).

5. Tighten the ECU/display connector hardware.

CAUTION

NOTE

NOTE

fi g. 10
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setting the digital controller
When the system is started, the pressure will automatically set at the minimum pressure of 
5 p.s.i.  The system will not allow you to set your pressure below this point.

1.	 Press the plus or minus button on the controller to add or exhaust air from the air bags (fig. 12).

Only one side of the system can be controlled at a time.

2.	 Once the pressure is changed, a check mark will appear on the screen.  After 10 seconds 
has elapsed, the check mark will disappear and the pressure will then be set in memory fig. 12).

The system will automatically maintain the set p.s.i. in the air bags until the air pressure 
setting has been changed.

Things you need to know
1.	 You can only air up one bag or side at a time.  This is due to the fact that only three 

solenoids are utilized in the system so that the manifold can be smaller and more 
economical.

2.	 Once you have selected a pressure setting, you must wait for the check mark on the 
SureSet display screen to disappear before the setting will be permanently stored into 
the memory.  Failure to wait or turning the vehicle off will cause the previous setting to 
remain stored.

3.	 The SureSet system will maintain your pressure setting within a range of plus or minus 3 
psi.  This is necessary so that the SureSet system will not continue to make adjustments 
while the vehicle is being driven.

checking the system
1.	 Inspect all air line connections with a solution of 1/5 dish soap to 4/5 water.  Should a 

leak be detected in a push-lock-fitting, reinstall the air line to the fitting.  Make sure the 
air line is cut off squarely and that the air line is completely pushed into the fitting.

2.	 If the compressor or the solenoid fails to function, check the 20 AMP fuse and ground 
connection.  Repair and replace as necessary.
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NOTE

NOTE

Problem Cause Solution
System doesn’t work/no 
display.

Blown fuse or poor 
electrical connection.

Replace fuse/repair 
connection.

Compressor doesn’t run. Blown fuse, bad ground or 
poor electrical connection.

Replace the fuse, 
check ground or check 
compressor connection.

Solenoid doesn’t work. Blown fuse or poor 
electrical connection.

Replace the fuse or check 
the solenoid connector.

Compressor runs all the 
time.

Leak in the system or 
compressor relay is bad.

Locate the leak and replace 
the relay.

Display shows “sensor 
fault.”

Bad ground or bad sensor. Check ground or replace 
manifold.

Troubleshooting Guide
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Air Lift Company warrants its products, for the time periods listed below, to the original 
retail purchaser against manufacturing defects when used on catalog-listed applications on 
cars, vans, light trucks and motorhomes under normal operating conditions for as long as 
Air Lift manufactures the product. The warranty does not apply to products that have been 
improperly applied, improperly installed, used in racing or off-road applications, used for 
commercial purposes, or which have not been maintained in accordance with installation 
instructions furnished with all products. The consumer will be responsible for removing 
(labor charges) the defective product from the vehicle and returning it, transportation costs 
prepaid, to the dealer from which it was purchased or to Air Lift Company for verification. 

Air Lift will repair or replace, at its option, defective products or components. A minimum 
$10.00 shipping and handling charge will apply to all warranty claims. Before returning 
any defective product, you must call Air Lift at (800) 248-0892 in the U.S. and Canada 
(elsewhere, (517) 322-2144) for a Returned Materials Authorization (RMA) number. 
Returns to Air Lift can be sent to: Air Lift Company • 2727 Snow Road • Lansing, MI • 
48917. 

Product failures resulting from abnormal use or misuse are excluded from this warranty. The 
loss of use of the product, loss of time, inconvenience, commercial loss or consequential 
damages is not covered. The consumer is responsible for installation/reinstallation (labor 
charges) of the product. Air Lift Company reserves the right to change the design of any 
product without assuming any obligation to modify any product previously manufactured. 

This warranty gives you specific legal rights and you may also have other rights that vary 
from state-to-state. Some states do not allow limitations on how long an implied warranty 
lasts or allow the exclusion or limitation of incidental or consequential damages. The above 
limitation or exclusion may not apply to you. There are no warranties, expressed or implied 
including any implied warranties of merchantability and fitness, which extend beyond this 
warranty period. There are no warranties that extend beyond the description on the face 
hereof. Seller disclaims the implied warranty of merchantability. (Dated proof of purchase 
required.)

Warranty and Returns Policy

Air Lift 1000..................... Lifetime Limited
RideControl..................... Lifetime Limited
LoadLifter 5000*............. Lifetime Limited 
SlamAir............................ Lifetime Limited
AirCell.............................. Lifetime Limited
Air Lift Performance**........... 1 Year Limited
LoadController/Single....... 2 Year Limited

LoadController/Dual.......... 2 Year Limited
Load Controller (I)............. 2 Year Limited
Load Controller (II)............ 2 Year Limited
SmartAir............................. 2 Year Limited
Wireless AIR...................... 2 Year Limited
WirelessONE...................... 2 Year Limited	
Other Accessories............. 2 Year Limited

*formerly SuperDuty
**formerly LifeStyle and Performance
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Replacement Information
If you need replacement parts, contact the local dealer or call Air Lift customer service at
(800) 248-0892. Most parts are immediately available and can be shipped the same day.

Contact Air Lift Company customer service at (800) 248-0892 first if:
•	 Parts are missing from the kit.
•	 Need technical assistance on installation or operation.
•	 Broken or defective parts in the kit.
•	 Wrong parts in the kit.
•	 Have a warranty claim or question.

Contact the retailer where the kit was purchased:
•	 If it is necessary to return or exchange the kit for any reason.
•	 If there is a problem with shipping if shipped from the retailer.
•	 If there is a problem with the price.

Contact Information
If you have any questions, comments or need technical assistance contact our customer service 
department by calling (800) 248-0892, Monday through Friday, 8 a.m. to 7 p.m. Eastern Time. 
For calls from outside the USA or Canada, our local number is (517) 322-2144.

For inquiries by mail, our address is PO Box 80167, Lansing, MI 48908-0167. Our shipping 
address for returns is 2727 Snow Road, Lansing, MI 48917. 

You may also contact us anytime by e-mail at sales@airliftcompany.com or on the web at 
www.airliftcompany.com.





Air Lift Company • 2727 Snow Road • Lansing, MI 48917 or PO Box 80167 • Lansing, MI 48908-0167 
Toll Free (800) 248-0892 • Local (517) 322-2144 • Fax (517) 322-0240 • www.airliftcompany.com

Thank you for purchasing Air Lift products — the professional installer’s choice!

Printed in 
the USA 

Need Help?
Contact our customer service department by calling 
(800) 248-0892, Monday through Friday, 8 a.m. to 7 
p.m. Eastern Time. For calls from outside the USA or 
Canada, our local number is (517) 322-2144.

Register your warranty online at 
www.airliftcompany.com/warranty


