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Guidelines for adding air
1.	 Start with the vehicle level or slightly above.

2.	 When in doubt, always add air.

3.	 For motorhomes, start with 50-100 PSI in the rear because it can be safely assumed 
that it is heavily loaded.

4.	 If the front of the vehicle dives while braking, increase the pressure in the front air bags, if 
equipped.

Q.	 Is it necessary to add a compressor system to the air springs?
	 No. Air pressure can be adjusted with any type of compressor as long as it can produce 

sufficient pressure to service the springs. Even a bicycle tire pump can be used, but it’s 
a lot of work. 

Q.	 Is it necessary to add a compressor system to the air springs?
	 No. Air pressure can be adjusted with any type of compressor as long as it can produce 

sufficient pressure to service the springs. Even a bicycle tire pump can be used, but it’s 
a lot of work. 

Q.	How long should air springs last?
	 If the air springs are properly installed and maintained they can last indefinitely. 

Q.	Will raising the vehicle on a hoist for service work damage the air springs?
	 No. The vehicle can be lifted on a hoist for short-term service work such as tire rotation 

or oil changes. However, if the vehicle will be on the hoist for a prolonged period of time, 
support the axle with jack stands in order to take the tension off of the air springs.

Tuning the Air Pressure
Pressure determination comes down to three things — level vehicle, ride comfort, and 
stability.

1.	 Level vehicle
	 If the vehicle’s headlights are shining into the trees or the vehicle is leaning to one side, 

then it is not level (fig. 16). Raise the air pressure to correct either of these problems 
and level the vehicle.

2.	 Ride comfort
	 If the vehicle has a rough and harsh ride it may be due to either too much pressure or 

not enough (fig. 17). Try different pressures to determine the best ride comfort. 

3.	 Stability
	 Stability translates into safety and should be the priority, meaning the driver may need 

to sacrifice a perfectly level and comfortable ride. Stability issues include roll control, 
bounce, dive during braking and sponginess (fig. 18). Tuning out these problems usually 
requires an increase in pressure.

fig. 16Bad headlight aim fig. 17
Rough ride

Sway and body roll

fig. 18
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fig. 19 fig. 20Bottoming out Unlevel Level

5.	 If it is ever suspected that the air bags have bottomed out, increase the pressure (fig. 19).

6.	 Adjust the pressure up and down to find the best ride.

7.	 If the vehicle rocks and rolls, adjust the air pressure to reduce movement.

8.	 It may be necessary to maintain different pressures on each side of the vehicle. Loads 
such as water, fuel, and appliances will cause the vehicle to be heavier on one side (fig. 
20). As much as a 50 PSI difference is not uncommon.

Air Lift Company warrants its products, for the time periods listed below, to the original 
retail purchaser against manufacturing defects when used on catalog-listed applications on 
cars, vans, light trucks and motorhomes under normal operating conditions for as long as 
Air Lift manufactures the product. The warranty does not apply to products that have been 
improperly applied, improperly installed, used in racing or off-road applications, used for 
commercial purposes, or which have not been maintained in accordance with installation 
instructions furnished with all products. The consumer will be responsible for removing 
(labor charges) the defective product from the vehicle and returning it, transportation costs 
prepaid, to the dealer from which it was purchased or to Air Lift Company for verification. 

Air Lift will repair or replace, at its option, defective products or components. A minimum 
$10.00 shipping and handling charge will apply to all warranty claims. Before returning 
any defective product, you must call Air Lift at (800) 248-0892 in the U.S. and Canada 
(elsewhere, (517) 322-2144) for a Returned Materials Authorization (RMA) number. Returns 
to Air Lift can be sent to: Air Lift Company • 2727 Snow Road • Lansing, MI • 48917. 

Product failures resulting from abnormal use or misuse are excluded from this warranty. The 
loss of use of the product, loss of time, inconvenience, commercial loss or consequential 
damages is not covered. The consumer is responsible for installation/reinstallation (labor 
charges) of the product. Air Lift Company reserves the right to change the design of any 
product without assuming any obligation to modify any product previously manufactured. 

This warranty gives you specific legal rights and you may also have other rights that vary 
from state-to-state. Some states do not allow limitations on how long an implied warranty 
lasts or allow the exclusion or limitation of incidental or consequential damages. The above 
limitation or exclusion may not apply to you. There are no warranties, expressed or implied 
including any implied warranties of merchantability and fitness, which extend beyond this 
warranty period. There are no warranties that extend beyond the description on the face 
hereof. Seller disclaims the implied warranty of merchantability. (Dated proof of purchase 
required.)

Warranty and Returns Policy

Air Lift 1000..................... Lifetime Limited
RideControl..................... Lifetime Limited
LoadLifter 5000*............. Lifetime Limited 
SlamAir............................ Lifetime Limited
AirCell.............................. Lifetime Limited
Lifestyle & Performance**..... 1 Year Limited
LoadController/Single....... 2 Year Limited

LoadController/Dual.......... 2 Year Limited
Load Controller (I)............. 2 Year Limited
Load Controller (II)............ 2 Year Limited
SmartAir............................. 2 Year Limited
Wireless AIR...................... 2 Year Limited
WirelessONE...................... 2 Year Limited	
Other Accessories............. 2 Year Limited

*formerly SuperDuty
**formerly EasyStreet
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Missing or damaged item?
Before calling Air Lift customer service, 
please gather the following information:

• Your receipt

• Condition the kit was in when you 
purchased it

• Description or part number of the missing/
damaged item

• Information from the box label
 1 .  Kit number
 2.  Weight
 3.  When was the kit packed?

Number 57215
Gross Wt. 18.280 lb

656952557244
TEAM
02/07/05

57215

3

1

2

Help us avoid waste and order by part number. If you need an air spring 
replacement part, please follow these steps.

  Contact your dealer and order by part number. Download a detailed list at                 
www.airliftcompany.com/downloads.html.

  If your dealer does not have the part in stock, call Air Lift directly and we can ship 
you the part you need, the same day, in the U.S. or Canada.

Please do not cannibalize 
kits for parts!

Step 1

Step 2

Replacement Information
If you need replacement parts, contact the local dealer or call Air Lift customer service at
(800) 248-0892. Most parts are immediately available and can be shipped the same day.

Contact Air Lift Company customer service at (800) 248-0892 fi rst if:
• Parts are missing from the kit.
• Need technical assistance on installation or operation.
• Broken or defective parts in the kit.
• Wrong parts in the kit.
• Have a warranty claim or question.

Contact the retailer where the kit was purchased:
• If it is necessary to return or exchange the kit for any reason.
• If there is a problem with shipping if shipped from the retailer.
• If there is a problem with the price.

Replacement Parts and Returns
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Contact Information
If you have any questions, comments or need technical assistance contact our customer service 
department by calling (800) 248-0892, Monday through Friday, 8 a.m. to 7 p.m. Eastern Time. 
For calls from outside the USA or Canada, our local number is (517) 322-2144.

For inquiries by mail, our address is PO Box 80167, Lansing, MI 48908-0167. Our shipping 
address for returns is 2727 Snow Road, Lansing, MI 48917. 

You may also contact us anytime by e-mail at sales@airliftcompany.com or on the web at 
www .airliftcompany .com .




Save time and money! Register your warranty online today at
www .airliftcompany .com/warrantyreg .htm

We’re delighted to be a part of your air suspension solution. Air Lift Company is dedicated to 
ensuring that you have the best possible experience with our products . If you have any questions, 
concerns or even a suggestion, please feel free to contact us . 

*Four air springs require TWO compressor systems.

It's easy to put your air springs to work with 
an Air Lift on board air compressor system! 
Air Lift offers the most advanced compressor systems in the industry . 
Choose the best option for your ride from many models and features! 

Since
1949

®

Choose the system 
best suited for your... 

Analog Series Wireless Series Automatic Leveling

Standard Duty Heavy Duty Single/Standard Duty Dual/Heavy Duty Automatic Leveling

Pick-up with any towable 25850* 25854** 25870 72000 25415

Pick-up with camper 25852*** 25856**** N/R 72000 25430

Van/SUV with leaf springs 25850* 25854** 25870 72000 25415

Vehicle with coil springs 25850* 25854** 25870 72000 N/R

Motor home N/R 25856**** N/R 72000 25430

Unique applications call call call call call

Still available in panel mount style: *25592, ** 25655, ***25812, ****25651 N/R = Not Recommended

WirelessAIR
#72000

WirelessONE
#25870

LoadController/Single
#'s 25850 & 25854

LoadController/Dual
#'s 25852 & 25856
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Upper bracket positioning for 2008 and later ford 
vehicles
1.	 Cut out slot.

2.	 Align slot from template with the slot on the frame that is located above the axle.

3.	 Center punch and drill a 3/8” hole that will be used to locate the upper bracket to the 
frame.

4.	 Repeat for opposite side.

Template

Upper bracket 
locating template

Center punch here 
to locate hole.

Cut out slot.





Air Lift Company • 2727 Snow Road • Lansing, MI 48917 or PO Box 80167 • Lansing, MI 48908-0167 
Toll Free (800) 248-0892 • Local (517) 322-2144 • Fax (517) 322-0240 • www.airliftcompany.com

Thank you for purchasing Air Lift products — the professional installer’s choice!

Printed in 
the USA 

Need Help?
Contact our customer service department by calling 
(800) 248-0892, Monday through Friday, 8 a.m. to    
7 p.m. Eastern Time. For calls from outside the USA 
or Canada, our local number is (517) 322-2144.

Register your warranty online at 
www.airliftcompany.com/warrantyreg.htm


